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Presumpscot River

Site #
Strategy #

Port Region

NOAA Chart #
Latitude

Longitude

Water Depth Range
Max Current Range
Nearest Boat Ramp

Response Strategy Type
Type of Boom

Total Length of Boom
Strategy Implementation

Site Access
Staging Areas

Collection Points

Other Concerns

B-07

B-07-1

Casco Bay

13292

6II - 30!

> 2 knots

East End Beach, Sewage Treatment Plant,
Martin's Point, Mackworth Island Parking Lot

Exclusion

Harbor

3300 feet

Section 1: Approx. 300' of intertidal boom deployed from
the most westerly point of Mackworth Island in a
west/southwesterly direction. Section 2: Approx. 1200 of
harbor boom attached to the 1st section deployed in a
south/southeasterly direction and anchored in the river
channel. Section 3: Approx. 100’ of intertidal boom
deployed from the most easterly point on Martin's Point in a
south/southeasterly direction. Section 4: Approx. 1700’ of
harbor boom attached to the 3rd section and deployed in a
south/southeasterly direction and anchored in the river
channel to form an apex with the 2nd section of boom.

East End Beach, Sewage Treatment Plant, Martin's Point,
Mackworth Island Parking Lot.

East End Beach, Sewage Treatment Plant, Martin's Point,
Mackworth Island Pa

Very shallow water and exposed mussel beds and clam flats
at low tide. No navigational aids, channel difficult to find a
certain tides.




